
LED 2D Bulkhead - Installation Instruction 
 
Before starting installation, please read these instructions carefully. Failure to follow them could lead to risk of injury or electrical shock. 
Please retain them for your future reference. 

Safety Notes 
 

• It is recommended that installation of this luminaire is carried out by a qualified electrician. 
 

• Install in accordance with the latest edition of the I.E.E. Wiring Regulations (BS7671). 
 

• Before installation or maintenance is carried out, ensure that the main supply is isolated. 

 
Installation 
1. Twist and remove the diffuser from the base and lift away. 
 
2. Unscrew the 3 fixing screws to remove the LED gear tray and gain access to  

the terminal block. A Safety chain is provided to prevent the gear tray from 

falling during installation. 
 
3. Drill 4 of eight fixing holes on the back of the base. Measure the position of the 

luminaire and ensure the fitting surface can bear the weight of the luminaire. Drill 

the marked holes and fit a suitable wall/surface plug (supplied). 
 
4. Mark the position of the luminaire to the fitting surface. 
 
5. Feed the power supply cable through the cable entry and gland, 

then fix the luminaire to the wall through the 4 screws. 

Wiring 

 
The emergency light requires a permanent electricity supply and permanent active should not be switched 

• Ensure there are no exposed conductors, loose or trapped cable strands and re-fit the gear tray. 
 
• Re-fit the diffuser by twisting. The luminaire is now ready for use. 
Emergency Function Test Button 
After installation with the mains supply powered on, push the test button to test emergency function. If the LED brightness is reduced to 

emergency brightness (30% of full brightness), the function is working. 

LED Indication:  
RED indicates the battery is charging.  
GREEN indicates the battery is fully charged.  
YELLOW indicates the battery is disconnected or damaged. 
Microwave Sensor Instructions 
0% standby and 25% standby are optional as below: 

 



 
 
The sensor is an active motion detector, it emits high-frequency 
electro-magnetic waves (5.8GHz) and receives their echo. The 
sensor detects the change in echo from the slightest movement in 
its detection zone. A microprocessor then triggers the “switch light 
ON” command. Detection is possible through doors, panes of glass 
or thin walls. 
 
Microwave sensor technical specification  
Input Voltage: 12V DC  
Output Voltage: 5V DC  
HF System: 5.8GHz, ISM wave band  
Transmitting Power: 0.5mW  
Detection Area: 1 ~ 8m  
Detection Angle: 360  
Power Consumption: Approximately 0.9W  
Hold Time: 10 seconds ~ 5 minutes  
Lux Level: 2~2000lux  
Standby dimming level: 0% or 25%  
Operation Conditions: -10deg to 50deg  
Installation: Mounting inside a fitting 
 
Detection range setting (sensitivity)  

Reach is the term used to describe the radius of the circular detection zone produced on the ground. After mounting the 
sensor light at a height of 2.5m, turn the reach control completely in anti-clockwise direction to select minimum reach 
(approx.1 m radius), and turn the reach control completely  
in a clockwise direction to select the maximum reach (approx.10m radius). 
The LED indicator will flash when the reach control is rotated．It flashes 1 to 10 times, representing 1m to 10m for the 
radius of the detection zone. 
 
NOTE: The above detection distance is measured using a person who is between 1.6m~1.7m tall with an average 
build, moving at a speed of 1.0~1.5m/sec. if any of these variables are changed, the detection distance will also 
resultantly change.   

 
Time setting  

The light can be set to stay ON for any period of time between approx. 10sec (dial turned fully anti-clockwise ) and a 
maximum of 5min(dial turned fully clockwise). Any movement detected during the “on” time will reset the timer. The LED 
indicator will flash when adjusting the time setting dial. The number of flashes means the following: 
 
1 flash = 10sec,  2 flashes= 20sec,  3 flashes= 30sec,  4 flashes= 45sec, 5 flashes=60sec,  6 flashes=90sec,  7 
flashes=2min,   
8 flashes=3min,  9 flashes=4min, 10 flashes=5min . 
 
NOTE: After the light switches off, it takes approx. 1sec before it is able to start detecting movement again. The 
light will only switch on in response to movement once this period has elapsed. 

 
Lighting-control setting 

 
The chosen light response threshold can be infinitely from approx. 2-2000lux. Turn it fully anti-clockwise to select dusk- 
to-dawn operation at about 2 Lux. Turn it fully clockwise to select daylight operation at about 2000lux. The knob must be 
turned fully clockwise when adjusting the detection zone and performing the walk test in daylight. 
 
NOTE: This setting should only be used if the standby set to 0%. If the standby is set to 25% this should be set 
to Photocell Disable. When using the function ensure the sensor cannot be influenced by other light sources. 
 

 
Maintenance 
 
Clean the lamp only with a soft dry cloth. Do not use any abrasive or chemical cleaners.  
When this product has reached the end of its life it must be treated as Waste Electrical & Electronics Equipment (WEEE).  
Any WEEE marked products must not be mixed with general household waste, but kept separate for the treatment, recovery 

and recycling of the materials used. Contact your local authority for details of recycling schemes in your area. 
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